AUTOMOTIVE

STATE OF THE ART AND FUTURE TRENDS

Dual phase steels for auto body: design, forming and welding aspects
B. Carlsson, J. Larsson, T. Nilsson

Mechanical and technological properties of ultra high strength optim steels
H. Hemmilä, R. Laitinen, T. Liimatainen, D. Porter

Hot rolled high strength carbide-free 0.3%C bainitic steels with improved toughness
S. Allain, A. Couturier, T. Iung, F.G. Caballero, M.J. Santofimia, C. Capdevila,
C. García de Andrés

Determination of input data for numerical design of sheet steels.
A common research project of the steel and automotive industries
G. Steinbeck, W. Bleck, C.-P. Bork, T. Evertz, A. Frehn, R. Masendorf, C.M. Sonsino

A super-high strength Fe-Mn-C austenitic steel with excellent formability
for automobile applications
P. Cugy, A. Hildenbrand, M. Bouzekri, D. Cornette, S. Göklü, H. Hofmann

High strength and ultra high strength hot rolled steel grades - products
for advanced applications
H. Spindler, M. Klein, R. Rauch, A. Pichler, P. Stiaszny

Metallurgically based development of dual-phase thin hot strips
by Arvedi I.S.P. Technology
G. Porcu, M.C. Cesile, A. Guindani
FORMING - JOINING & MECHANICAL CHARACTERISATION

Keynote: Potential applications of new HSS grades for wheels
A. Finzi, F. Valente

Prediction of forming limit of high-strength steel sheets
H. Takuda, H. Fujimoto, T. Hama, T. Maruyama

Controlling galling in sheet metal forming of high strength steels: a numerical approach
E. Gelinck, E. van der Heide, M. de Rooij, D. Schipper

A comparison of yield loci measured with mechanical tests and calculated from crystal plasticity for steel sheets

Possibilities offered by MIG and TIG brazing of Galvanized ultra high strength steels for automotive applications
C. Chovet, S. Guiheux

Effect of YAG laser cutting on stretch-flangeability of 0.1-0.6%C trip sheet steels
A. Nagasaka, A. Koyama, K. Sugimoto, T. Hojo T. Kashima

The application of high-alloyed steel in vehicle structures welding solutions
H. Herold, J. Pieschel, S. Jüttner

FEM evaluation of springback after sheet metal forming: application to high strength of a combined isotropic-kinematic hardening model
F. Campana, L. Cortese, F. Placidi

Determination of fatigue crack propagation limit curves for high strength steels
J. Lukács

Techniques for improving the weldability of trip steel using resistance spot welding
G. Shi, S.A. Westgate

Crystallographic texture and mechanical properties in high martensitic dual phase steels
S. Barella, R. Venturini, C. Mapelli

Local laser heat treatment of ultra high strength steels to improve formability
A. Weisheit, G. Vitr, K. Wissenbach, S. Scheffler

Resistance spot welding of advanced high strength steel DP600
S. Poggio, M. Ponte, C. Gambaro, J. Adamowski

Development of ductile martensitic tubes and its application in automotive parts
P. Shanmugam, K. Srinivas, M. Preethi, R. Natarajan

Potential application of stainless steel for vehicle crashworthiness structures
F. Placidi, S. Fraschetti